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Caution Notes:
· Do not use thread cutting button after thread has already been cut or if there is no fabric in the machine. This can damage the needle or machine.
· Do not stitch over pins.
· Use suggested presser foot with your selected stitch style.
· When loading a needle or starting a project, test that needles do not strike the presser foot or plate before beginning your project. 
· Do this by lowering and raising the needle with hand wheel several times.
· Manually thread twin needles and size 9 needles. These are not compatible with the automatic needle threader and can damage it.
· Use only adhesive-free hook-and-loop fastener tape (designed for sewing). Do not use a thin needle with fastener tape.
· Adhesive will damage the machine.
· Use of thin needle with this material can cause needle damage or injury.
· When sewing appliques: if glue is used to secure applique to fabric do not apply glue to the areas to be sewn. 
· Contact with adhesive can damage the needle and bobbin case.
· Always use the machine lock button when changing needles, presser foot, etc. This will lock all other functions to prevent injury.
· Turn machine off before putting the embroidery unit on or taking the unit off.
· Do not allow fabric to hang over table when embroidering, this can dislodge the frame and cause errors in your project.
· Do not power off the machine while the screen displays “Saving...” screen. You will lose the pattern being saved.
· Acceptable embroidery data files: .pes, .phc, .dst
· .dst data is displayed in the default thread color sequence. Check the preview screen and change colors as desired.
Recommendations
· Recommended thread weight – 60 weight embroidery bobbin thread
· Can use thread weights between 30-90 (based on fabric and needle compatibility)
· Never use 20 weight or less thread
· Thread, needle, and fabric compatibility chart:[image: ]
· Recommended to use 75/12 home sewing needle for embroidery
· Recommended to replace needle after completing one “project” (piece of clothing) OR after using three full bobbins of thread.
· Stabilizer Recommendations:
· Use Cut Away stabilizer if the fabric has any stretch – t-shirts, sweatshirts, knits, etc.
· Use a Tear Away Stabilizer if the fabric is stable woven.
· Use a Wash Away if using a sheer fabric or freestanding lace design.
· Whenever possible, fuse your stabilizer to the fabric.
· Aqua-top topping is a water-soluble plastic film used on the top of an embroidery design to prevent stitches from sinking into textured fabrics (pique, fleece, terry cloth or corduroy). Recommended when embroidering towels.
Copyright information: The patterns stored in the machine are intended for private use only. Any public or commercial use of copyrighted patterns is an infringement of copyright law and is strictly prohibited. User is responsible for adherence to copyright.
Please refer to the User Manual when completing your project. If you have questions, see a Creative Techspace staff member.
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Fabric Type/Application

Size of needle

Stitch length

mm (inch)
3 A Polyest

Lightweight Lawn, georgette, challis, organdy, ;Jh)r,:a der 60 - 90 Fine stitches

fabrics crepe, chiffon, voile, gauze, tulle, Cotion thread 65/9 - 75/11 1.8-2.5
lining, etc. . ’ - 1/16-3/32)
ining, etc. Silk thread 50 - 80 (1/16-3/32)

Medium weight |Broadcloth, taffeta, gabardine, Polyester 60 - 90

fabrics flannel, seersucker, double gauze, thread Regular stitches
linen, terry cloth, waffle weave, Cotton thread 75/11-90/14 2.0-3.0
sheeting, poplin, cotton twill, satin, uSiIﬁr;hrer:g ’ 50 - 60 (1/16-1/8)
quilting cotton, etc.

Heavyweight i Polyester

e E::nlm (12 ounces or more), canvas, thread, 30 10016

- Cotton thread Coarse stitches

Denim (12 ounces or more), canvas, P;J'I])r(::;er 60 (3/232:2/? 6)
tweed, corduroy, velour, melton Cotion thread 90/14 - 100/16
wool, vinyl-coated fabric, etc. uSiIﬁr;hrer:g v 30 -50

Stretch fabrics . . . Polyester thread, . . N

= ° Jersey, tricot, T-shirt fabric, fleece, Cotton thread, 50 Ball point needle Setting appropriate for
(knit fabrics, etc.) | neriock, etc. Otton thread, 75/11 - 90/14 the fabric thickness
Silk thread
For top-stitching Polyester thread, 30 90/14 - 100/16 Setting appropriate for
Cotton thread 50 - 60 75/11 -90/14 the fabric thickness





